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Abstract 
Herein, to meet the requirement of the stringent sulfur emission and discharge rate standards based 
on World Health Organization (WHO) and Environmental Protection Agency (EPA), 
polyamide/titanium dioxide (PA/TiO2) thin fi lm nanocomposite (TFN) membranes were synthesized 
to remove sulfur compound from sulfur recovery unit (SRU) wastewater. The experiments were 
designed to appraise the effects of three independent factors including TiO2 nanoparticle 
concentration, transmembrane pressure (TMP), and operating temperature on membrane 
performance. Surface physiochemical and morphological properties of the resultant membranes were 
characterized with analytical techniques. The membrane characterizations revealed that the 
nanocomposite selective layer was formed on the surface of the substrate and its morphology and 
surface charge were affected by TiO2 loading. The performance test showed that TFN membrane was 
highly effective in sulfur removal as the minimum and maximum rejections with this type of 
membrane in the design space were 92.56% and 99.94%, respectively. In addition, the responses were 
predicted by the model equations designed via response surface methodology (RSM). Accordingly, 
the main effects and their interactions were statistically validated by the analysis of variance 
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(ANOVA). In conclusion, the resulting TFN membranes demonstrated not only a very outstanding 
reduction in sulfur content (more than 97% below the aforementioned global surveillance standards’ 
level), but also overcame the trade-o ff effect between permeability and selectivity of the reference 
TFC membranes. 
Keywords: Ultra-desulfurization; Sulfur recovery unit; Thin film nanocomposite membrane; 
Titanium dioxide; Antifouling characteristic; Analysis of variance. 
1 Introduction  
Sulfur is one of the most perilous pollutants in air and water that may be present in different 
environmental compartments in the form of various chemical compounds, such as carbon disulfide 
(CS2), carbonyl sulfide (COS), dimethyl sulfide (DMS), hydrogen sulfide (H2S), mercaptans (RSH), 
sulfides (S2-), sulfates ( 24SO
� ), thiophenes (C4H4S), and thiosulfates � �22 3S O �  [1]. The main sources 
of sulfur compounds production are oil and gas refineries, petrochemical industries, power plants, 
coal mines, factories, acid rains, volcanoes, and also transportation systems which are somehow 
related to fossil fuels. Other industries that have to manage the creation and treatment of sulfur are 
water treatment, landfill gas processing, manure handling, and pulp and paper. Sulfur compounds are 
often toxic, smelly and irritating. Thus, their inhalation and contact with eyes and skin must be 
avoided. In wastewater treatment, sulfur compounds tend to be relatively low concentration, yet high 
enough to cause issues with safety, corrosion of equipment, and odor complaints. From environmental 
point of view, sulfur which is not only detrimental for plants and aquatic life, but also damages water 
resources through the diffusion into the groundwater aquifers [2]. Due to increasing environmental 
concerns, stringent limits on sulfur levels in aqueous media are being executed world over to achieve 
target of sulfur below 250 mg/L. Consequently, the necessity of developing an effective wastewater 
desulfurization process is highly demanded.  
3 
 
Several treatment techniques have been developed to reduce the concentration of sulfur toxicants 
from aqueous media. These techniques generally include biological treatment [3-5], root zone process 
by plant shoots [6], reducing sulfur compound to sulfide as an electron carrier [7], oxidation treatment 
[8-10], chemical treatment methods such as using 1-butyl-3-methylimidazolium chloride and organic 
solvent [11, 12], adsorption [13], and also reaction with supercritical alcohols [14]. Moreover, 
Mochizuki et al. [15] used metal-loaded carbons to remove organic sulfur from coal extract. They 
found that all organic sulfur in the coal extract could be successfully removed using the nickel-loaded 
carbon at 350 °C and holding time of 8 h. In another research, Jin et al. [16] used trichloroacetic acid 
(TCA) as a catalyst combined with ultrasonic waves for the desulfurization of coal tar pitch (CTP) 
by oxidation with hydrogen peroxide and they reported the influence of catalysts and reaction 
conditions on desulfurization of CTP. Furthermore, sulfur removal from six original, three 
hydrochloric acid treated and three demineralized lignite samples by pyrolysis process at seven 
different temperatures between 350 and 950 °C for 7 min under evolved gas atmosphere was 
investigated by Uzun et al. [17]. They clearly expressed that high pyrolysis temperatures favour total 
sulfur removal for all lignites, reaching 30–54% around 850 to 950 °C. The maximum total sulfur 
removal from acid treated lignites was observed as 77%. 
Although extensive research has been carried out on desulfurization, all the previously mentioned 
methods suffer from some serious limitations, such as secondary pollution of deposition, inconvenient 
operation and high cost and energy consumption. In order to defeat such problems, pressure driven 
membrane separation processes are offered in water and wastewater treatment systems. Hereon, Yin 
et al. [18] applied integrated membrane process for desulfurization of wastewater generated in the 
coking industry. They observed that the proposed process is technically feasible and economically 
efficient for wastewater desulfurization. Therefore, membrane technology has generated renewed 
interest in the two last decades in many emerging applications due to its flexibility, low cost, easy 
operation, low space requirements, easy to scale up, energy efficient, clean and environmental 
friendliness [19]. However, the major intrinsic drawbacks in the extensive use of membranes during 
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operation are concentration polarization and fouling phenomena, which result in flux decline, feed 
TMP increase, product quality decrease, and ultimately shortened productive membrane life [20]. 
One approach for defeating such kind of problems and improving the performance of membrane is 
the application of nanotechnology enhanced membrane materials. 
Thin film composite (TFC) are semipermeable membranes which are prepared mainly to be used in 
desalination, water purification, and wastewater treatment applications. As nanotechnology is 
developing, the applicability of TFC membranes has been extended. Accordingly, scientists have 
taken the advantage of nanotechnology in preparation of TFN membranes by incorporating the 
nanomaterials as filler into thin film layer of composite membranes to minimize their fundamental 
limitations in water and wastewater treatment [21, 22]. It is now well established from a variety of 
studies that the performance of TFC membranes is enhanced by embedding inorganic nanoparticles 
(NPs), such as silica dioxide (SiO2) NPs [23, 24] into the PA layer. Many researchers have also 
modified the composite membranes by incorporating TiO2 NPs or its modified forms into the top thin 
selective layer [25-29] or its substrate [30].  
Moreover, comprehensive studies on the application of some other inorganic nanomaterials including 
zeolites, graphene, and carbon nanotube (CNT) in TFC membrane preparation have been conducted 
by Rodriguez-Calvo et al. [31] and Daer et al. [32]. In a follow-up study, Namvar-Mahboub et al. 
[22] utilized amino-functionalized UZM-5 nanoparticles in fabrication of zeolite-based TFN 
membrane for organic solvent nanofiltration (OSN) process. Their results demonstrated that the 
existence of UZM-5 in the PA selective layer improved both oil rejection and permeate flux under 
optimal concentration (0.02 %w/v of UZM-5). In the same vein, Jadav et al. [33] stated that a certain 
amount of silica loading into the PA layer can substantially improve the thermal stability and TFC 
membrane performance. 
In our previous study [34], the impact of different critical parameters in the preparation of TFC 
membrane including casting thickness, polymer concentration, m-phenylenediamine soaking time, 
5 
 
curing time, curing temperature, and interfacial polymerization (IP) time have been identified and 
optimized using fractional factorial design (FFD) and response surface methodology (RSM). In 
addition, different design of experiment approaches to predict and optimize various parameters which 
affect the performance of TFC membranes have been studied [35-38]. 
Among various metal oxide nanoparticles, titanium dioxide has been drawn the scientists’ attention 
due to its outstanding chemical stability, antibacterial property, availability, hydrophilicity, and 
photocatalytic effect. Besides, TiO2 nanoparticles are useful in handling the fouling problem of 
membrane processes as it can effectively degrade foulants, particularly under the UV irradiation [39]. 
Taken together, it is expected that the performance of TFC membranes, permeate flux and separation 
efficiency, can be improved by surface modification incorporated with nanoparticles. 
To the best of the authors’ knowledge, sulfur treating evaluation by TFN membranes has not been 
investigated in existing literature up to now. Therefore, high effort was put into preparation and 
characterization of pristine and modified TFC membranes and also testing their performance in 
desulfurization of sour wastewater obtaining from sulfur recovery unit. The fouling resistance of the 
TFN membrane was also evaluated by flux decline analysis method. The as-prepared TFN 
membranes were also characterized by attenuated total reflection Fourier transform infrared (ATR-
FTIR) spectroscopy, scanning electron microscopy (SEM), contact angle and surface charge 
measurements. Furthermore, the main and interaction effects of three significant factors, namely 
concentration of TiO2 nanoparticle, TMP, and operating temperature were experimentally 
investigated on the performance of the as-prepared TFN membranes. For this purpose, a three-factor, 
three-level RSM predictive model was statistically developed based on central composite face-
centered (CCF) analysis.  
This study aims to contribute to this growing area of research by providing new and valuable scientific 
information regarding the use of nanofiltration (NF) in order to evaluate it as a potential technique 
for the separation of sulfur compounds from industrial wastewaters.  
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2 Materials and methods 
2.1 Chemicals 
The non-woven polyester (PET) fabric was obtained from an old reverse osmosis (RO) spiral wound 
modules. Polysulfone (PSf) and N-methyl-2-pyrrolidone (NMP) were provided by BASF and Merck, 
respectively. The main functional monomers including 1,3,5-benzenetricarbonyl trichloride (TMC, 
purity 98%) and 1,3-phenylenediamine (MPD, purity 99%) were supplied by Aldrich. TiO2 
nanoparticles with mean particle size of 25 nm were supplied by Degussa. Deionized (DI) water and 
n-hexane were obtained from a 5-stage water purification system (Aqua spring) and Merck, 
respectively. Sodium hypochlorite solution (6–14% active chlorine) was purchased from Merck and 
was used to remove the PA layer in order determine the real content of embedded TiO2 NPs within 
the PA structure. All chemicals were used without further purification. The wastewater samples in 
the present work were provided by Shahid Hasheminejad gas refinery Co. which treats one of the 
sourest natural gas in the Middle East. It should be noted that, Middle East has the world’s most sour 
gas reserves.  
2.2 Preparation of TFN membrane 
The PSf substrate was fabricated via non-solvent induced phase separation (NIPS) method. The PSf 
solution was prepared in NMP at desired concentration (16 wt%). The well mixed, bubble free 
solution was cast with predetermined thickness (200 µm) by adjustable casting bar (Neurtek2281205) 
onto the PET nonwoven fabric. The membrane was immediately immersed into the precipitation bath 
containing DI water at room temperature. Various loadings of TiO2 nanoparticles (0.02, 0.04 and 0.1 
wt%) were added and dispersed homogeneously in the 0.1 wt% TMC in n-hexane solution by stirring 
and sonication for 30 min at 25 °C. With respect to the TiO2 loading, the resultant TFN membranes 
were denoted TFC or TFN0.00 (without TiO2), TFN0.02, TFN0.04 and TFN0.1. 
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Afterwards, the PSf support membrane was immersed in an aqueous solution of 2 %w/v MPD for 1 
min. The saturated membrane was pulled up slowly and its surface was firmly pressed with a soft 
rubber roller to eliminate remaining droplet and excess solution. The saturated composite membrane 
was subsequently exposed to the organic phase of TMC (formerly prepared) for 30 s to react with the 
residual MPD to form the PA layer. Restricting the MPD (2 %w/v) and TMC (0.1 %w/v) 
concentrations was required to produce a PA TFN membrane with a good combination of permeate 
flux and solute rejection [40]. Finally, the membrane was cured and dried in an air-circulation oven 
during specific period of time (5 min) and temperature (60 °C). 
Low dosages of TiO2 NPs (0.02 and 0.04 wt% of TMC solution) were applied in preparation of TFN 
membranes as the PA layer thickness is around 200 nm and it is usually advisable to select low loading 
of nanoparticles in order to incorporate into the PA layer for TFN membrane preparation. At high 
loading, the partial aggregation of nanoparticles can take place due to hydrogen bonding, and thus 
their role in the separation process can be disrupted due to the formation of non-selective voids. In 
other words, there is no continuous dense PA structure on the surface of the substrate membrane to 
separate solute compounds from wastewater [22, 26, 39]. This point of view is also supported by Lai 
et al. (2016) who introduced titanate nanotubes as a nanofiller (0.05 or 0.10 w/v%) in the selective 
layer of TFN. Their results demonstrate that at an optimum nanofiller loading (0.05 w/v%), membrane 
with higher pure water flux, Na2SO4 rejection, and antifouling characteristics can be achieved [28]. 
2.3 Membrane characterization 
ATR-FTIR (spectrometer Perkin Elmer Frontier system with universal ATR module, Diamond 
crystal, USA) spectra were collected over a wavenumber range of 4000–400 cm-1 with spectral 
resolution of 4 cm-1 and 4 scans with a data interval of 1 cm-1 for each spectrum. At least three 
different locations were randomly selected and the average of those has been considered for each 
sample. Baseline correction was performed to obtain good results. It is essential to note that the 
membrane samples were completely air dried in desiccator before IR analysis. 
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The surface morphology of ridge and valley or nodular structure of PA-TFC membranes were 
investigated using SEM (Hitachi SU 3500, Japan). The acceleration voltage was set to 15 kV. Since 
polymers are generally insulators, membrane samples have to be sputtered under vacuum with a thin 
layer of gold in Au sputtering system (Edwards, scancoat six) for producing electrical conductivity, 
elimination surface charging, and also minimization sample damage caused by the electron beam. 
Furthermore, the elemental composition of membrane surfaces was measured using Energy 
Dispersive X-ray (EDX) Spectroscopy and has been used in order to evaluate the degree of cross-
linking of PA layer. 
Quantitative and qualitative surface roughness of the TFC and TFN membranes was measured using 
AFM (Easyscan2 Flex AFM, Switzerland) with tapping mode in air and has been used in order to 
evaluate the membrane surface roughness. 
Surface hydrophilicity of PSf and PA layers was evaluated by measuring the average equilibrium 
sessile drop contact angles of DI water via KSV instrument CAM 101. In this method, the membrane 
samples were air-dried overnight at room temperature in a desiccator. Afterwards, they were 
completely attached on a clean glass plate (using double-sided bonding tape) and at least 5 various 
droplets of DI water were produced on different volume (below 5 µL). The images were taken at 
room temperature using an imaging source model DMK 21F04. Images were analyzed based on 
statistic measurement and Young/Laplace fitting methods.  
The membrane surface charge is one of the most relevant influencing factors in aqueous filtration 
processes and is related to the zeta potential. The zeta potential of membranes was measured by an 
electro-kinetic analyzer (SurPASS, Anton Paar, Austria) with an adjustable gap cell and using 1 mM 
KCl as background electrolyte solution. The membrane pieces were stored in DI water in a fridge 
(about 5 °C) prior to use. The solution pH was first shifted to about 8 by dilute KOH solution and 
then automatically titrated from 8 to 3 using 0.05 M HCl solution during the analysis. Finally, the 
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zeta potential was calculated from streaming current measurement according to the classic 
Helmholtz-Smoluchowski equation [41]. 
0
dl L
dp A
K] H H u uu
                                                                                                                                     (1) 
where dl/dp is the slope of streaming current versus pressure, Ș is the liquid viscosity (viscosity of 
pure water at room temperature about 20°C), İ0 is the vacuum permittivity, and İ is the dielectric 
constant of electrolyte (water at the same temperature), L is the length of streaming channel, A is the 
cross section of streaming channel. 
The inductively coupled plasma optical emission spectrometry (ICP-OES) (Model 76004555, Spectro 
Arcos System) was used in order to evaluate the real content of the titanium (Ti) element in the TMC 
solution and PA layer of nanocomposite membranes. For this purpose, three strips of a specific size 
(5 cm in diameter) of each TFN membranes (TFN0.02 and TFN0.04) were exposed with 0.1 L sodium 
hypochlorite (NaOCl) aqueous solution and shook well for 300,000 ppm.h at 30 °C. 
2.4 Experimental design and procedure 
All NF experiments were carried out by stainless steel cross-flow filtration system with a feed volume 
of 1000 mL. The effective filtration area of the membrane was 8.04 cm2. The operating temperature 
was controlled by using coiling system containing cooling water and an electrical coil. Details of this 
setup were described previously [34]. In this regard, the membranes were pressurized for 1 h with DI 
water before each test. Then, the performance of each clean synthesized membranes was investigated 
through measuring both stable permeate flux (SPF) and sulfur rejection efficiency (SRE). The 
permeate samples were collected continuously and gravimetrically to evaluate the performance of 
membranes after 2 h from the beginning of the experiment. The permeate flux, Jp (L.m-2.h-1 (LMH)), 
was calculated using the following equation: 
1
p
dVJ
A dt
                                                                                                                                        (2) 
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where V (L) is the volume of permeate; A (m2) is the membrane effective area in the membrane 
module; and t (h) is the sampling time. 
The antifouling characteristics of the membranes were evaluated by calculation of flux recovery ratio 
(FRR), reversible fouling ratio (Rr), irreversible fouling ratio (Rir) and total fouling ratio (Rt) based 
on the following equations [42, 43]:  
2
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                                                                                                                     (3) 
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where Jw1 (LMH) is the initial pure water flux (PWF) of the new membranes, Jw2 (LMH) is the PWF 
of the fouled membranes after renewal of the membrane surface by washing with DI water. In the 
analysis of membrane fouling, PWF of the cleaned membranes were initially tested for 1 h (Jw1). The 
feed tank was subsequently refilled with sour wastewater. The permeate flux, Jp, was measured after 
2 h. After filtration of wastewater, the membranes were washed with distilled water for 10 min, then 
the PWF of the fouled membrane was measured for 1 h. It should be noted that all the fluxes were 
recorded when the variations of the flux decreased and approached steady state.  
The concentration of sulfur in feed and permeate was analyzed by atomic absorption spectrometry 
(DR-5000 UV-visible, HACH Co., USA). In this procedure, all of the sulfur compounds in the 
wastewater are converted to sulfate ions, and afterwards BaCl2 is used during the analysis of sulfate. 
BaCl2 converts sulfate present in the solution to barium sulfate and the solution becomes turbid. 
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Turbidity measurement gives the concentration of sulfate turns into barium sulfate. By this method, 
the concentration of sulfates in wastewater was in the range of 1500-2000 mg/L. Feed samples were 
stored in the fridge at temperature around 4 °C before experiments in order to minimize the possible 
degradation and deformation of sulfur compounds. Finally, SRE (%) was determined using the 
following equation to evaluate the filtration efficiency: 
2
4
2
4
[ ]
% 1 100
[ ]
p
f
SO
SRE
SO
�
�
§ ·
 � u¨ ¸¨ ¸© ¹
                                                                                                           (7) 
where 24[ ]pSO
�  (mg/L) and 24[ ] fSO
�  (mg/L) are the concentration of sulfate in permeate and feed, 
respectively. 
One  of  the  most  significant  objective  of  design  of  experiment  (DOE)  is  to  collect  the  maximum  
amount of dependent information with a minimum expenditure of time and resources. A central 
composite design (CCD) is the most commonly used response surface methodology for this purpose. 
CCD is a factorial or fractional factorial design with center points, augmented with a group of axial 
(star) points that let us estimate the curvature. CCD with different properties can be developed by 
taking different D values. CCF is a type of CCD with D=±1, in which a quadratic model is composed 
of the full 23 factors with its 8 cubic points, augmented with six star points and three replications of 
the center points. The star points are placed on the face centers of the cube; therefore, each factor has 
only three levels instead of five in CCD. Augmenting an existing factorial or resolution V (five) 
design with appropriate axial points can also produce this design [44]. The CCF design for the three 
independent factors is schematized in Fig. 1. 
12 
 
 
Fig. 1. Schematic of CCF design for the three factors. 
Because there are only three levels, the quadratic model as follow is appropriate. 
2
0
1 1
k k
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 �  
 � � �¦ ¦ ¦                                                                                           (8) 
where y represents the predicted responses, xi and xj are the coded values of independent variables, ȕ0 
is the regression term at the center point (intercept), ȕi is the linear main effect coefficients, ȕii is the 
quadratic coefficients, and ȕij is the two-factor interactions (2FIs) coefficients. This second-order 
polynomial equation was used to find the mathematical relationship between the dependent variables 
(SPF and SRE) and the set of independent variables (concentration of TiO2 nanoparticles, TMP, and 
operating temperature). Also, the relation between dimensionless coded values of independent 
variables (xi) and actual values of them (Xi) are defined as: 
, ,
, ,
( ) / 2
( ) / 2
i i high i low
i
i high i low
X X X
x
X X
� � �                                                                                                              (9) 
where Xi,high and Xi,low are the real values of the independent variable at high and low levels, 
respectively. 
Briefly,  the  variable  factors  in  this  study  with  the  coded  and  actual  values  at  the  levels  set  in  the  
design are presented in Table 1. Each factor at two levels (high and low), and the center points, which 
are the midpoint between the high and low levels are repeated thrice. The model analysis was 
employed with the aid of Design Expert version 8.0.7.1 statistical software. 
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Table 1. Actual design variables with real and coded values for the CCF. 
Factor Symbol Unit 
Real values of coded levels 
-1 
Low 
0 
Center point 
+1 
High 
[TiO2] A wt% 0 0.02 0.04 
TMP B bar 5 6 7 
Temperature C °C 22 26 30 
The amount of TiO2 NPs as an essential variable was chosen in preparation of TFN membrane for 
wastewater treatment as it was hypothesized that it can have several useful effects on the performance 
of the membranes, e.g. improves the performance and overcome the trade-off effect between 
permeability and selectivity of the own TFC membranes due to its antifouling characteristic and 
hydrophilic nature. 
Pressure has a direct relationship with power consumption in a way that by increasing the pressure, 
the power consumption will arise. The requirement of high pressure to the system usually leads to 
high operational cost, which limits the application of fabricated membranes. As a matter of fact, 
development of a novel and efficient TFN membranes with low operating pressure for different 
applications (water desalination and wastewater treatment) is still of high importance. 
Ultimately, operating temperature was selected as it is an important factor in membrane processes 
which is related to solute solubility [45], mass transfer [46], concentration polarization [47], 
membrane fouling [48, 49] and membrane performance.  
The corresponding CCF, consisting of 17 experiments, is shown in Table 2. Although with such 
cubical design, one or two center runs are sufficient to produce a reasonable stability of prediction 
variance, three replicates running at the design center were performed along the CCF in this study to 
check adequacy of curvature, analysis of repeatability, and provide an independent estimate of 
experimental error [50, 51]. 
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Table 2. Design layout and experimental points of the CCF. 
Experimental 
ID Run 
Real input variable 
A B C 
1 13 0.00 5 22 
2 6 0.04 5 22 
3 2 0.00 7 22 
4 14 0.04 7 22 
5 4 0.00 5 30 
6 7 0.04 5 30 
7 16 0.00 7 30 
8 3 0.04 7 30 
9 10 0.00 6 26 
10 12 0.04 6 26 
11 1 0.02 5 26 
12 5 0.02 7 26 
13 8 0.02 6 22 
14 11 0.02 6 30 
15 15 0.02 6 26 
16 17 0.02 6 26 
17 9 0.02 6 26 
3 Results and discussion 
3.1 FTIR analysis 
The representative functional groups in PA (with and without TiO2 nanoparticle) and PSf layers with 
magnification are shown in Fig. 2. Usually the penetration depth of IR radiation is greater than 300 
nm, at wavenumbers lower than 2000 cm-1. Nevertheless, the FTIR spectra reveals that the specific 
functional groups of PA can be detected over all TFC and TFN membranes which confirms the 
formation of a PA selective layer at the surface of the PSf substrate. Also, the chemical information 
of PA and PSf layers can be simultaneously obtained from as-prepared membranes as a result of the 
IR beam absorption. In this region, the IR spectrum of TFC membrane demonstrates two 
characteristic peaks at 1660 cm-1 and 1541 cm-1 which are mainly respected to primary amide band 
(C=O stretching vibration of amide, C–N stretching and C–C–N deformation vibration in a secondary 
amide group) and secondary amide band (in-plane N–H bending motion and C–N stretching 
vibrations of –CO–NH group), respectively. Other peaks are also observed at 1605 cm-1, 1451 cm-1, 
and between 900 and 1200 cm-1 which are assigned to PA aromatic ring (C=C ring stretching 
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vibration and N–H stretching of amide), carboxylic group (C=O stretching and O–H bending of 
carboxylic acid), and skeletal aliphatic C–C/aromatic hydrogen bending and aliphatic C–H rocking 
of PA, respectively [33, 52-56]. In addition, the peaks at 3333, 3214 and 1387 cm-1 are attributed to 
the carboxylic acid (COOH), stretching N–H amide and the mixture of C–N stretching and in-plane 
N–H deformation tertiary amide. It should be noted that the presence of carboxylic acid functional 
group resulting from the hydrolysis of third chloride to carboxylic acid, improving the hydrophilicity 
as well as water permeability of the membrane. In the case of PSf substrate, the main characteristic 
peaks were detected at ~1585, 1503 and 1488 cm-1 which are attributed to aromatic in-plane ring bend 
stretching vibration (CH3–C–CH3 stretching), the peak at 1410 cm-1 is due to C=C aromatic ring 
stretching, two weak peaks at 1387 and 1364 cm-1 which are solely presented in the spectrum of PSf 
associated with C–H symmetric deformation vibration of C(CH3)2, the peaks at 1324 and 1295 cm-1 
are assignable to the asymmetric O=S=O stretching vibration, the prominent peak at 1242 cm-1 is 
corresponded to asymmetric C–O–C stretching (vibration of aryl–O–aryl group), the peaks at 1169 
and 1151 cm-1 are assigned to symmetric O=S=O stretching vibration, and finally the peak at 833 cm-
1 is related to hydrogen deformation of para-substituted phenyl groups in-phase out-of-plane. Also, 
peaks between ~2900 and ~3100 cm-1 related to aromatic and aliphatic C–H stretching vibrations [52, 
57-60]. Moreover, all peaks of PSf substrate (with less intensity as a consequence of PA layer) are 
also visible in the IR spectra over a wavenumber range of 1800–800 cm-1. 
In the presence of TiO2 nanoparticles, two types of interaction can be occurred between PA and TiO2: 
(i) coordination interaction between carboxylic group of TMC monomer and the titanium atom and 
(ii) hydrogen bonding between surface hydroxyl group of TiO2 and carbonyl group. A schematic of 
probable interaction between TiO2 nanoparticles and PA matrix is shown in Fig. 3. Regarding these 
two interactions, peaks of TFN membranes have shifted slightly when compared to corresponding 
TFC membrane peaks. Furthermore, there are obvious reduction and promotion in intensity of PA 
and PSf characteristic bands, respectively. These relationships may partly be explained by less PA 
formation stemming from the presence of un-soluble solid TiO2 nanoparticles in TMC solution and 
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complexation of TiO2 nanoparticles/PA matrix [22]. By way of illustration, analysis of the area of 
OH stretching exhibits COOH in TFC membrane (3333 cm-1) slightly shifted towards hydroxyl group 
(3365 cm-1) in TFN membranes. Also, the intensity of this peak decreased for TFN membranes. A 
possible explanation for this can be attributed to the high affinity of TiO2 nanoparticles to entrapped 
water molecules on the surface of TFN membranes [61]. Reduction of carboxylic acid concentration 
in PA layer by a bidentate coordination of carboxylate to Ti4+ is another possible explanation.  
 
Fig. 2. ATR-FTIR spectra of PSf and PA-TFN membranes. 
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Fig. 3. Schematic of interaction and self-assembly between TiO2 nanoparticles and TMC during PA 
synthesis. 
The thickness of thin PA layer of TFC and TFN membranes can be approximately determined using 
IR spectra according to the procedure presented by Singh et al. [62]. The procedure is fully described 
in Supplementary material.  
3.2 SEM analysis 
The surface morphology of nanocomposite PA film is strongly linked to the polymerization 
chemistry. For better discussing, the surface morphology of TFC and TFN membranes at different 
TiO2 loadings were monitored in two magnifications (Fig. 4). From the SEM micrographs, it can be 
seen that the surface characteristics were remarkably impacted in TFN membranes due to the presence 
of TiO2 nanoparticle in the PA coating film. It is also evidence that PA-TFC membrane is rough, 
having ridge and valley structure. This observed surface morphology is characteristic of MPD/TMC 
[59, 63]. Additions of TiO2 nanoparticles alter the surface morphology of TFN membranes. At 0.02 
wt% loading, ridge and valley structure is less extended and cross-linked than the corresponding TFC 
membrane. By increasing TiO2 loading to 0.04 wt%, a combination of ridge and valley, leaf-like 
along with nodular structure has been formed on the membrane surface. Furthermore, it is obvious 
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that at such low TiO2 loadings, nanoparticles embedded in the PA layer of TFN membranes are well 
dispersed and not agglomerated; thus a decrease in membrane roughness is expected [22]. Since ex-
situ IP reaction predominantly happens at the organic side of the interface due to the relatively low 
solubility of most of acid chlorides in water [64], the presence of hydrophilic TiO2 in organic phase 
alters the rate of the polymerization reaction and final surface morphology of the TFC membranes. 
On the other hand, attendance of TiO2 nanoparticles might improve the miscibility of aqueous and 
organic phases during IP. In fact, TiO2 nanoparticles might hydrate when they are exposed to hydrated 
MPD. At the loadings of NPs investigated in this research, the heat of hydration is low. This might 
be due to the fact that as the temperature locally increased, it was rapidly vanished at the bulk of TMC 
solution. However, it should be also mentioned that Ostomel et al. (2006) reported the increase of the 
heat of hydration might locally increase up to 95 °C for LTA zeolites [65]. Although the heat of 
hydration is low, it might directly regulate particle kinetic energies, Brownian motion (stochastic 
motion of molecules and nanoparticles) and finally the miscibility of aqueous and organic phases. If 
the miscibility increases due to possible local rise of temperature, it can be speculated that the increase 
of water-organic miscibility may cause hydrolysis of acid chlorides or de-protonation of amines, 
thereby reducing their reactivity and the extent of cross-linking [66, 67]. 
As reported by Ghosh et al. [68] increasing TMC solution temperature produces thinner, rougher, 
more permeable films with higher hydrophilicity. Another possible explanation for the PA structure 
changes (e.g. the reduction in degree of cross-linking) in presence of TiO2 might be related to the 
high dependence of the IP reaction to the kinetics of polymerization reaction, i.e. the rate of the 
monomers mass transfer which directly changes the concentration of the reactive monomers in the 
reaction zone [69]. Adding TiO2 nanoparticles alters the thermodynamic properties (viscosity and 
surface tension) of the organic solution which directly influences on the solubility, diffusivity and 
partitioning of the MPD molecules into the reaction zone.  
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The possible increase of monomer solution viscosity as a result of adding fillers is reported [22] and 
thus the increase of TMC solution viscosity in presence of TiO2 is expected. At such circumstance, 
both the reduction of MPD solution diffusivity due to the increase of viscosity of TMC solution [22] 
and possible interaction of TiO2 NPs with acyl chloride of TMC restrict interfacial polymerization to 
fully form cross-linked PA [70]. The combination of these phenomena can be considered as a possible 
explanation for the formation of a less cross-linked PA film in the fabricated TFN membranes. 
Furthermore, the elemental composition of membrane surfaces was measured using EDX 
spectroscopy and has been used in order to evaluate the degree of cross-linking. The degree of cross-
linking in PA layer is usually evaluated based on the O/N and C/N ratios [71,72]. In this study, the 
C/N ratio is considered due to the presence of the oxygen in the structure of TiO2 NPs. The PA layer 
possesses a linear portion (C15H10N2O4) containing a free pendant carboxylic acid group and a 
partially cross-linked structure, which consists of a cross-linked portion (C18H12N3O3) possessing an 
additional amide linkage [71]. The degree of cross-linking increases as C/N ratio reduces regarding 
to the chemical structure of linear portion and cross-linked portion. The EDX technique can generally 
provide the bulk concentration (depth) of elements present in sample whereas XPS technique gives 
the elemental information present near the surface of sample. Based on the data presented in Table 3, 
it can be postulated that some extend of the carbon is originated from substrate layer due to the 
presence of sulfur from the polysulfone substrate in the EDX results. Therefore, the C/S ratio is 
calculated to evaluate if the originated carbon from the polysulfone substrate is the same for all 
prepared membranes. As can be seen, this ratio is almost constant for all membranes, indicating the 
fact that the C/N ratio can reliably and qualitatively evaluate the degree of cross-linking in PA layer. 
The results indicate that the degree of cross-linking reduces as the concentration of TiO2 NPs 
increases in TMC solution, which is in line with our finding and observation in FTIR and SEM 
images, respectively. 
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Table 3. EDX results for TFC and modified TFC Membranes with 0.02 and 0.04 wt% TiO2 NPs. 
Element TFC or TFN 0.00 TFN 0.02 TFN 0.04 
C K 68.8 53.8 38.9 
N K 13.3 16.6 16.8 
O K 8.3 14.1 20.5 
Al K 0.2 0.2 0.2 
S K 8.8 6.8 4.9 
Cl K 0.7 1.1 0.6 
Ti K 0 7.4 18 
Total 100 100 100 
C/N 5.2 3.2 2.3 
C/S 7.8 7.9 7.9 
Water contact angles decrease according to TFN0.00 (49.8 ± 3.8) > TFN0.02 (43.2 ± 1.7) > TFN0.04 
(39.8 ± 5.4). Thus, hydrophilicity of the pristine membrane increased by increasing the TiO2 loading 
which can be attributed to the superhydrophilic nature of TiO2 and its role during IP process which 
was discussed above. As TiO2 nanoparticles incorporates into PA structure, the cross-linking and 
more un-reacted carboxylic acid groups of TMC, giving hydrophilicity in the membrane, are exposed 
at the surface of TFN membrane [22]. Higher loading of TiO2 leads to lower cross-linking of 
polyamide structure, less dense matrix, more open membrane and finally more hydrophilicity of 
membrane surface. 
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Fig. 4. SEM surface morphology of PA membranes (A) TFN0.00, (B) TFN0.02 and (C) TFN0.04. 
3.3 AFM analysis 
Fig. 5 illustrates three dimensional (3D) AFM images of surface [ͷ�ߤ݉� × 5�ߤ݉  frame] of the 
prepared membranes. Additionally, the results of statistical analysis including to the maximum height 
of peak (Rp), the maximum depth of valley (Rv), the average arithmetic roughness (Ra), and the root 
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mean square roughness (Rq or RMS) for the TFC and TFN membranes are summarized in Table 4. 
By incorporating TiO2 NPs, the PA structure is altered from “ridge and valley” (TFC membrane) to 
“ridge and valley-nodular” and finally completely “nodular” structures. At low dosages (TFN0.02), 
NPs embedded in the PA layer of nanocomposite membranes are not agglomerated; thus, a decrease 
in roughness is observed. However, the partial aggregation of TiO2 NPs at higher dosages (TFN0.04 
and TFN0.1) lead to the higher RMS values. Similarly, Namvar-Mahboub et al. [22] showed that the 
microstructure morphologies of TFN membranes were changed by the addition of UZM-5 to the PA 
layer and a smoother surface was obtained at lower content. 
 
Fig. 5. AFM images of TFC and TFN membranes. 
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Table 4. Surface roughness parameters of TFC and TFN membranes. 
Sample Ra (nm) Rq (nm) Rv (nm) Rp (nm) 
TFC 10.31 12.83 -42.85 39.81 
TFN0.02 8.94 11.31 -47.56 21.62 
TFN0.04 10.68 13.62 -48.43 42.47 
TFN0.1 12.61 15.39 -54.26 47.73 
3.4 Real content of NPs in PA layer 
In this study sodium hypochlorite was used to dissolve PA layer and to release TiO2 nanoparticles. 
The results showed that NaOCl degraded successfully PA layer, resulting in average salt rejections 
below 4%. For further support, visual inspection with SEM was used to con firm the successful 
removal of the active layer. For instance, the SEM pictures of the surface of TFN0.04 membranes 
before (A) and after (B) the chlorine conversion treatment (300,000 ppm·h) are shown in Fig. 6. 
Based on this qualitative assessment, the PA active layer has undergone significant changes in its 
morphology. Thus, it is suggested that the conversion process results in substantial and possibly 
complete removal of the PA layer from the underlying membrane support layers. 
 
Fig. 6. SEM images of TFN0.04 membranes before (A) and after (B) chlorine exposure. 
Finally, the concentration of TiO2 in aqueous media has been measured by ICP-OES. Table 5 shows 
the real content of TiO2 nanoparticles in TMC solution and PA layer. As can be observed, a small 
fraction of TiO2 are incorporated into the PA layer. 
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Table 5. Real content of TiO2 nanoparticle in TMC solution and PA layer 
Real content of TiO2  
TFN Membrane Type 
TFN 0.02 TFN 0.04 
In TMC solution (mg) 3.3 6.6 
In PA layer (mg) 0.203±0.013 0.480±0.012 
In PA layer (mg/m2) 103±5 244±6 
3.5 Nanoparticle leaching test 
Three membrane samples with high loading of TiO2 NPs in PA layer (TFN0.04) were prepared and 
tested to filter pure water for 2 h to evaluate if there was any leaching of TiO2 NPs from the PA 
nanocomposite layer to feed or permeate samples. The presence of NPs in the solutions was detected 
by ICP-EOS with respect to titanium element. As results in Table 6 show some leaching of titanium 
occurred. By taking into account the membrane area and volumes of permeate and concentrate 
streams it can be calculated that less than 6% of titanium was leached during 2 h of filtration. 
Ti leaching might be the result of poor interaction of nanofillers with the PA layer during interfacial 
polymerization (especially those exposed at the membrane surface), making them unable to be 
embedded firmly within the PA matrix. 
Table 6. Ti element detected (released) in feed and permeate samples of TFN0.04 during 2 h 
filtration test 
Ti concentration after 2 h in TFN0.04 Sample 1 Sample 2 Sample 3 
Feed (ppb) 14 11 15 
Permeate (ppb) 9 5 12 
Compared to the other nanometal oxides, nano-TiO2 is one of the least cytotoxic [73], thus it’s minor 
release might not be a substantial risk compared to the other NPs. In addition, TiO2 is commonly 
utilized in sunscreens, cosmetics, and self-cleaning coatings for its antimicrobial properties [74]. It’s 
application in pharmaceuticals, pigments, food additives, and solar cells has also been reported in 
different studies [74,75]. 
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3.6 Surface charge analysis 
The  pH  of  feed  sample  is  prominent  factor  in  aqueous  media  affecting  the  surface  charge  of  the  
membrane. Accordingly, zeta potential versus pH for membrane samples performed in the presence 
of 0.001 M KCl aqueous solution are illustrated in Fig. 7. As can be seen, a few generalizations can 
be made regarding the TFN membranes. First of all, zeta potential is positive at low pH and negative 
at high pH values. In other words, the surface of membranes possesses negatively charge over the pH 
range of 4–8. More specifically, all the membranes were generally found to have a far-ranging 
negative surface charge. Secondly, the shape of the zeta potential curves is indicative of typical 
amphoteric surfaces. Since the TFC membranes are made by the IP reaction of polyfunctional amine 
and acyl chloride monomers, ionizable carboxyl and amine functional groups may be expected on the 
membrane surface. Thus, the positive and negative charges contributed by the residue amine and 
carboxyl groups, respectively. The carboxyl groups generated from hydrolysis of acyl chloride 
groups. Meanwhile, as explained in FTIR section and shown in Fig. 3, TiO2 nanoparticles have a 
tendency to bind to the carboxylic groups in linear structure part of PA. Consequently, less negative 
zeta potential values were measured after TiO2 was introduced. Thirdly, there may be a point where 
the  plot  passes  through zero  zeta  potential.  This  point  is  called  isoelectric  point  (IEP)  and  is  very  
important from a practical consideration. The shift of the IEP a little bit from pH 3.8 for the TFN0.00 
surface to pH 3.5 for the TFN0.04 layer confirms the presence of the Ti4+ nanoparticles on the surface. 
These trends are consistent with that of TFC membranes reported in other studies [56,76 –78]. 
In conclusion, TiO2 appears to have a minimal effect on the zeta potential, making it slightly less 
negative. In other words, due to the low loading of TiO2, only trace reduction was observed in 
membrane surface charge. Generally, membrane surface with zeta potential close to zero exhibits 
good antifouling properties with regards to charge organic foulants because the interaction between 
charged surface and organic foulants is impaired [78]. Therefore, it can be expected that incorporation 
or deposition of TiO2 nanoparticles on a PA layer improves the separation of sulfur compounds. 
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Fig. 7. The variation of zeta potential versus pH for TFN membranes. 
3.7 Analysis of variance 
ANOVA table is used for understanding the importance of each term in the regression model, such 
as checking the model importance, the individual model coefficients, and the lack-of-fit (LOF). 
Definitions for each statistic parameter in ANOVA table is provided by details elsewhere [34,50]. All 
the statistic information for SPF and SRE were computed from the analysis of variance summarized 
in Tables 7 and 8, respectively. The ANOVA tables are entirely built on the premise that the factors 
are fixed, not random and the design is crossed, not nested. Regarding these tables, the model F-
values for the SPF and SRE were 111.37 and 312.31, respectively. These values indicate that the 
models are statistically significant, and there is only less than 0.01% chance that these levels-of-fi t 
can occur due to random chance and noise [50,79,80]. P-values less than 0.05 indicate that the model 
terms are significant. Hence, all the main effects in the case of SPF, A, B and C, and also the 2FIs 
effects between AB and AC were significant within the levels and experimental conditions. 
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Regarding SRE, not only all the main effects, but also all 2FIs were significant within the levels in 
experimental conditions. Furthermore, to avoid unnecessary screen clutter, high-order interactions 
were ignored by default. The effect hierarchy principle illustrates that lower order effects are more 
important than higher order ones. Using this principle, one may be able to focus on main effects and 
2FIs,  and  also  assume  that  the  higher  order  interactions  are  negligible  [81].  The  LOF  will  be  
significant  (p-value  <  0.05)  if  the  model  does  not  fit  the  data  satisfactorily.  The  LOF F-values  of  
0.2466 and 0.8961 indicate that it is insignificant (p-value > 0.1) for both of the responses (not 
significant LOF is good) associated with the pure error, thus the eliminated terms are absolutely 
unimportant for the models [82]. 
Coefficient of determination (R2) is a measure of the amount of variation around the mean explained 
by the model. It is proposed that R2 should be close to 1 for a good fit model [83]. As it is shown in 
Tables 7 and 8, the predicted models for each response have a suitable R2 value. Adjusted coefficient 
of determination ( 2AdjR ) is defined as a measure of the amount of variation around the mean explained 
by the model, adjusted for the number of terms in the model. Tables 7 and 8 showed that the R2 and 
2
AdjR  values for both models do not differ considerably. Predicted coefficient of determination (
2
PredR
) measures the amount of variation in the new data explained by the model. The 2PredR  values are 
close to the values of 2AdjR . A rule of thumb is that the adjusted and predicted-R2 values should be 
within 0.2 of one another. Adequate precision measures the signal to noise ratio. The values greater 
than 4 are desirable to indicate adequate model discrimination [37]. The values of this statistical 
parameter are well above 4 for both responses. Coefficient of variation (C.V.%) is the standard 
deviation expressed as a percentage of the mean and is calculated by dividing the standard deviation 
by the mean value and multiplying by 100. As a general rule, it should not be greater than 10% for a 
good fit to the selected model [83]. It is less than 10% for both responses. Eventually, the final 
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regression empirical models based on the main effects and 2FIs, which are performed on SPF (y1) 
and SRE (y2) of TFN membrane with coded variables, are as follows: 
1 1 2 .8 3 1 .9 3 2 .1 1 0 .6 5 0 .3 5 0 .3 4y A B C A B A C � � � � �                                                                 (10) 
2 9 6 .1 3 1 .2 4 1.53 0 .8 9 0 .3 1 0 .1 5 0.31y A B C A B A C B C � � � � � � �                                                 (11) 
Table 7. ANOVA for selected SPF model. 
Source SS DF MS F value p-value “Prob > F” 
 
Model 87.89 5 17.58 111.37 < 0.0001 significant 
A-[TiO2] 37.36 1 37.36 236.73 < 0.0001  
B-Pressure 44.44 1 44.44 281.54 < 0.0001  
C-Temperature 4.20 1 4.20 26.60 0.0003  
AB 0.97 1 0.97 6.12 0.0309  
AC 0.92 1 0.92 5.86 0.034  
Residual 1.74 11 0.16    
Lack of Fit 1.63 9 0.18 3.42 0.2466 not significant 
Pure Error 0.11 2 0.053    
Cor Total 89.63 16     
Std. Dev. 0.40  R2 0.9806   
Mean 12.83  Adjusted-R2 0.9718   
C.V. % 3.10  Predicted-R2 0.9222   
PRESS 6.98  Adequate precision 39.733   
Table 8. ANOVA for selected SRE model. 
Source SS DF MS F value p-value “Prob > F” 
 
Model 48.23 6 8.04 312.31 < 0.0001 significant 
A-[TiO2] 15.25 1 15.25 592.61 < 0.0001  
B-Pressure 23.35 1 23.35 907.16 < 0.0001  
C-Temperature 7.94 1 7.94 308.45 < 0.0001  
AB 0.76 1 0.76 29.63 0.0003  
AC 0.18 1 0.18 6.88 0.0255  
BC 0.75 1 0.75 29.15 0.0003  
Residual 0.26 10 0.026    
Lack of Fit 0.15 8 0.018 0.33 0.8961 not significant 
Pure Error 0.11 2 0.056    
Cor Total 48.49 16     
Std. Dev. 0.16  R2 0.9947   
Mean 96.13  Adjusted-R2 0.9915   
C.V. % 0.17  Predicted-R2 0.9878   
PRESS 0.59  Adequate precision 70.99   
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At the end of this section, three assumptions should be checked. At the outset, in all experiments 
through the completely randomized experimental design, the factors have to be reserved at a fixed 
level. In the second place, the errors are normally distributed in the design. As a final point, for each 
treatment or factor level, the observations are independently distributed within the identical variance 
[34]. Basically, the plots of studentized form of residuals should be examined, which show you how 
well the model satisfies the assumptions of the analysis of variance. In this regards, normal percentage 
probability plot of the studentized residuals and the plots of the studentized residuals versus different 
independent variables, particularly the predicted response values attained from the model were 
checked, provided and fully described in Supplementary material. Although all figures presented a 
nearly constant variance and random scatters over the variable ranges, there was no reason to suspect 
any violation of the independence or constant variance assumption. Thus, all plots appeared satisfying 
and there was no exclusive trend to demolish the analysis. 
3.8 Effect of input variables on SPF and SRE 
In order to obtain a better apprehending of the results and compare values across the treatment 
combination of experimental runs, two-dimensional (2D) clustered columns and contour line maps 
of the experimental and predicted results are plotted in Fig. 8. As can be observed, the predicted 
values were in reasonable agreement with the experimental data, further confirming the high 
predictive power of the model in the range of experimental values considered for the factors [79]. 
This incident can also be confirmed by the predicted-R2 values for SPF and SRE in Tables 7 and 8, 
respectively. Contour line maps also demonstrate the mutual effect of each two input variables on 
permeate flux and rejection factor while the last input variable was held constant at its center point. 
It should be noted that other contour line maps at low and high levels of last input variable were 
illustrated in Supplementary material. 
As was pointed out in the introduction to this paper, the generalizability of the results is subjected to 
certain limitations, such as concentration polarization and various types of fouling. Accordingly, the 
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decline in permeate flux across the membrane after a specific period of time is one of the most 
important challenges in wastewater treatment system. The ex-situ IP reaction may produce the 
confinement of TiO2 nanoparticles on both the surface and inside the PA membrane. As a result, TFN 
membranes containing TiO2 nanoparticles in the PA coating fi lm were more hydrophilic, smooth, 
and permeable than the baseline TFC membrane with approximately similar negatively charged 
surface. The maximum SPF value in the design space is equal to 17.66 LMH and observed at high 
levels of input variables. In other words, SPF increased by increasing TiO2 nanoparticle 
concentration, TMP and operating temperature. This phenomenon is similar to theoretical prediction 
[84]. These facts should be taken into account that adding TiO2 nanoparticles leads to increase of 
water uptake in the membranes, which comes from the increase of membrane hydrophilicity as 
supported by contact angle values. Furthermore, the surface morphology of TFC membranes can be 
altered by adding TiO2 nanoparticles and the intensity of concentration polarization, fouling as well 
as formation of organic foulants on the surface of the membrane was markedly influenced by 
membrane surface morphology [85,86]. If the IP process is appropriately progressed without any 
limitations, the selective PA layer of TFC membrane will maintain the typical ridge-and-valley 
structure. The presence of nanoparticles partly changes the continuity of the PA layer of TFC to the 
nodular structure along with ridge and valley and thus combination of both structures formed on the 
support surface as was observed in SEM micrographs. Consequently, TiO2 opened pores and created 
a new pathway for permeation of solvent through TFN membrane [22,87]. Regarding contour line 
maps, with increasing effective feed pressure, the SPF raised. This correlation is related to the fact 
that in pressure driven membrane separation processes (i.e. NF), the diffusion potential of 
components through membrane generally increases by increasing TMP. Also, permeate flux 
increased linearly with pressure indicating that membrane compaction effects were negligible in the 
pressure employed in the design space [88] . The increase of SPF by increasing the temperature is 
probably because of three main reasons. First of all, the rise in temperature decreases feed viscosity. 
Secondly, water permeability (self-diffusivity) and also mass transfer coefficient increase by 
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increasing temperature [89]. The last reason is that temperature directly regulates kinetic energies, 
Brownian motion of particles (solvent and solutes) in the feed and finally the concentration 
polarization. Hence, if the kinetic energy of the particles (especially solutes) is higher than their 
interaction potential, coagulation of two particles will not occur after collision. Consequently, the 
probability of the formation of concentration polarization layer and fouling phenomenon can be 
decreased by increasing temperature. 
Fig. 8 also exhibits the effect of noted parameters on SRE. Typically, there is an inherent trade-off 
relationship between flux and rejection in membrane separation processes. However, this trend cannot 
be seen in this figure. As an example, at the low level of operating pressure and temperature, SRE 
increased from 93.48% for TFC membrane to 96.88% for TFN containing 0.04% TiO2 while 
simultaneously an increase of approximately 30% in permeate flux was achieved. A possible 
explanation for this behaviour might be that the PA layer will still be formed by the incorporation of 
TiO2 nanoparticles at low concentrations (0.02 –0.04%). At these loading, ridge and valley structure 
is less extended and cross-linked when compared to TFC membrane. These observations are 
consistent with various researchers’ findings [22,90,91]. Another possible explanation for this is that 
the water mass transfer characteristics of the film were increased by incorporation of TiO2 
nanoparticles coating, while there was no significant difference in solute mass transfer. In other 
words, the ratio of solvent to solute transport rate across the membrane increases by increasing 
hydrophilicity and fouling resistant [86]. It is also obvious from this figure that SRE increased by 
increasing TMP. This phenomenon is occurred due to the adsorption of solute compounds on the 
surface of the membrane at higher applied pressure [92]. On the other hand, NF is a pressure-driven 
membrane separation process in which operating pressure has a positive effect on the passage of water 
and other components through the membrane. However, by increasing the TMP, the water transport 
rate is relatively higher than sulfur compounds due to its lower kinetic and hydrodynamic diameter 
which leads to the rejection increase [22]. The level of solute retention was found to decrease when 
the temperature increases. The maximum and minimum retention of sulfur compounds at low and 
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high temperature were nearly 99% and 94%, respectively. This phenomenon is due to a higher 
diffusion rate of solute through the membrane. At higher temperatures, the PA NF membrane network 
pores is partially swelled, allowing a greater amount of the solute to pass. Furthermore, the 
concentration polarization and membrane fouling decreased (especially at low TMP) with the 
increase in feed temperature due to the change in density and viscosity of the solution [48,93]. 
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Fig. 8. Correlation between experimental data and predicted values for SPF and SRE. 
The antifouling properties of the membrane with and without TiO2 nanoparticles were investigated, 
while TMP and temperature were held constant at their center point (6 bar and 26 °C). The flux 
decline analyses, SPF and stable PWF before and after filtration test are reported in Table 9. 
Obviously, the TFN membranes maintained higher fluxes, which indicates that the performance of 
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the membrane was interestingly improved by the addition of TiO2 nanoparticles. The total fouling of 
the TFN0.02 and TFN0.04 membranes is lower than the TFC membrane, and the irreversible fouling 
has a little portion of the total fouling. The FRR of the TFN membranes is also higher than the TFC 
membrane, which means the addition of TiO2 nanoparticles into a PA layer not only increases its 
water permeability, but also enhances the fouling resistance of the membrane. The improved 
antifouling properties of the TFN membranes may be related to the improved hydrophilicity and less 
negative charged of the membrane surface. The less negative charge and hydrophilic surface of the 
TFN membrane could cause to reduce the interaction between sulfur compound and membrane 
surface and finally less fouling would be occurred [43]. 
Table 9. Antifouling properties and flux decline analyses for the TFC and TFN membranes. 
Membrane Flux (LMH)  Flux decline (%) Jw1 Jw2 Jp  Rr Rir Rt FRR 
TFC 22.85±1.34 18.95±0.49 11.10  34.35±0.15 16.99±2.71 51.34±1.86 83±2.71 
TFN0.02 25.20±1.56 22.00±1.27 13.00  35.63±2.85 12.69±0.34 48.31±1.19 87±0.33 
TFN0.04 27.50±1.70 25.00±0.57 14.65  37.64±0.27 8.98±3.56 46.63±1.29 91±3.56 
 
From the articles surveyed in this study, it is evident that NF membrane technology (TFN) provides 
the capability of selectivity in the rejection of divalent solutes and some monovalent ones at relatively 
low operating pressures. The permeate stream can thus directly be recycled and reused in the process. 
Moreover, the minimum and maximum SRE in this study at the worst and best conditions were 
92.56% and 99.94%, respectively. In such circumstance and with respect to the sulfate concentration 
in wastewater sample, TFN membrane could be effective separation process in desulfurization of 
SRU wastewater to meet stringent environmental regulations based on WHO and EPA. Thus, 
substantial progress has been achieved in desulfurization process. In addition, the findings of this 
investigation complement those of earlier studies. In this regard, Table 10 summarizes the 
characteristics of various treatment processes and their performance for desulfurization of similar 
wastewater published recently and compares those articles with the present study. It was observed 
that although other processes including biological treatment, microbial fuel cell (MFC), and 
oxidizing-roasting process have a similar removal efficiency, these type of processes have inherent 
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problems including high cost and energy consumption. In our NF experiments, high removal 
efficiency and permeate flux can be simultaneously achieved using low-energy consumption (TMP 
is around 5–7 bar). Furthermore, the efficient removal of sulfur at low-to mid sulfur feed 
concentrations is a very important feature of NF membrane process. Usually, other hybrid separation 
processes are practical when initial sulfur feed concentrations are higher than normal level. 
Table 10. Comparison of various treatment processes and their performance for desulfurization of 
similar wastewater. 
Type of process treatment Concentration of sulfur in feed (mg/L) 
SRE 
(%) Ref. 
Biological treatment (1) 400-2258 (high pH) >97% [3] 
Biological treatment (2) 2600 75-95% [7] 
Microbial fuel cell 1000 99% [5] 
Oxidizing-roasting process 1700 >89% [9] 
1-butyl-3-methylimidazolium chloride 50-1000 49.31-77.21% [11] 
Present work 1500-2000 92.56-99.94%  
4 Conclusions 
The main aim of the present research was to examine the performance of nanofiltration process in 
wastewater desulfurization of SRU using TiO2/PA TFN membrane. TFN membranes were 
successfully synthesized and characterized to tailor membrane structure and performance. According 
to the membrane characterization results, the surface properties including contact angle and 
morphology of ultra-thin upper layer were changed by increasing the content of TiO2 nanoparticles 
in the PA structure. The SEM/EDX, ATR-FTIR spectra and ICP-OES analysis of titanium confirmed 
the formation of PA and the presence of nanoparticles on the surface of the prepared membranes. The 
separation experiments revealed that the incorporation of nanoparticles in PA top layer can effectively 
increase SPF due to the enhanced hydrophilicity and fouling resistant of membrane surface. Also, the 
increase of operating temperature decreased the SRE, while the increase of TiO2 concentration and 
TMP enhanced it. The statistical and mathematical model which is developed using CCF is found to 
be reliable and reasonably precise, and can be used for prediction within the limits of the factors 
studied. Furthermore, the ANOVA analysis revealed that the empirical models based on the main 
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effects and their interactions were satisfied to interpret the results. Consequently, there is no 
significant curvature in the design space. Moreover, the predicted values in comparison with 
experimental data illustrated that there was a satisfactory agreement between them. The best sulfate 
retention was obtained with membranes having maximum amount of TiO2 and when the highest 
pressure was used. The permeate flux of 16.3 LMH and sulfate retention of 99.9% was achieved at a 
pressure of 7 bar. Although the current study is based on a small sample of sour wastewater, the 
findings suggest the method used for this wastewater may be applied to other SRU wastewater 
elsewhere in the world. Also, notwithstanding all limitations, the study suggests that NF process with 
TFN membranes can be considered in various wastewater treatment application as an economical 
technique (especially for sulfur treatment) which is applied in low- to mid-operating pressure. All in 
all, the findings of this study have a number of important implications for future practice and can be 
useful in achieving the practical application in desulfurization process of aforementioned wastewater 
for large scale production.  
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Caption of Figures 
Fig. 1. Schematic of CCF design for the three factors. 
Fig. 2. ATR-FTIR spectra of PSf and PA-TFN membranes. 
Fig. 3. Schematic of interaction and self-assembly between TiO2 nanoparticles and TMC during PA 
synthesis. 
Fig. 4. SEM surface morphology of PA membranes (A) TFN0.00, (B) TFN0.02 and (C) TFN0.04. 
Fig. 5. AFM images of TFC and TFN membranes. 
Fig. 6. SEM images of TFN0.04 membranes before (A) and after (B) chlorine exposure. 
Fig. 7. The variation of zeta potential versus pH for TFN membranes. 
Fig. 8. Correlation between experimental data and predicted values for SPF and SRE. 
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Table legends 
Table 1. Actual design variables with real and coded values for the CCF. 
Table 2. Design layout and experimental points of the CCF. 
Table 3. EDX Results for TFC and modified TFC Membranes with 0.02 and 0.04 wt% TiO2 NPs. 
Table 4. Surface roughness parameters of TFC and TFN membranes. 
Table 5. Real content of TiO2 nanoparticle in TMC solution and PA layer. 
Table 6. Ti element detected (released) in feed and permeate samples of TFN0.04 during 2 h filtration 
test. 
Table 7. ANOVA for selected SPF model. 
Table 8. ANOVA for selected SRE model. 
Table 9. Antifouling properties and flux decline analyses for the TFC and TFN membranes. 
Table 10. Comparison of various treatment processes and their performance for desulfurization of 
similar industrial wastewater. 
 
 
 
 
 
 
 
 
 
 

