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Abstract
Recovering indium from liquid crystal display (LCD) screen waste is important from a
sustainability point of view for several reasons: the environmentally hazardous metals are
not landfilled, the recovery process involves lower CO2 emissions than primary production,
and supply from secondary sources matches the continuously increasing demand of
indium. In this study, two alternative process routes for recycling the critical metal, indium,
from LCD panel waste were studied and compared using laboratory and bench-scale
experiments. The first process was a conventional hydrometallurgical process that involves
manual dismantling, hammer mill crushing of the glass, cross-current sulfuric acid leaching
of the metals, and liquid-liquid extraction separation of indium. Using this process, over
99% pure indium solution can be produced with a recovery yield of over 70%. The second
process is novel because it includes (manual) scraping of the indium tin oxide (ITO) layer
from the glass panels, followed by sulfuric acid leaching of the metals. The yield of indium
was over 80%, and the purity of the resulting solution was over 99%. The solutions
obtained from either of the suggested processes were sufficiently pure for cementing
indium in high purity. The novel process appears much more straightforward and
economically more feasible because the polarizing filter need not be removed and the
liquid-liquid extraction purification step is excluded. Moreover, less amount of leaching
acid is required.
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List of Abbreviations
D2EHPA

Di-2-(ethylhexyl) phosphoric acid

Exxsol D80

Kerosene diluent

Fe(II)

Divalent iron (ferrous iron)

Fe(III)

Trivalent iron (ferric iron)

HCl

Hydrochloric acid

HNO3

Nitric acid

H2SO4

Sulfuric acid

ICP-MS

Inductively Coupled Plasma - Mass Spectrometry

ITO

Indium Tin Oxide

L/S

Liquid to solid ratio in leaching determined as volume/mass

LCD

Liquid crystal display

Na2SO3

Sodium sulfite

O/A

Volumetric phase ratio between organic and aqueous phase in liquid-liquid
extraction

TBP

Tributylphosphate

WEEE

Waste Electrical and Electronic Equipment
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1.

Introduction

In 2016, 44.7 Mt of E-waste was generated worldwide, from which 6.6 Mt was categorized
as screens (televisions, monitors, laptops, notebooks, and tablets; Baldé et al., 2017). The
number does not include cell phones, which account for a few more percentages.
Additionally, 9.5 wt.-% of the mass of screen devices is glass (Lee and Cooper, 2008).
The rapidly increasing amount of LCD screen waste has created an increasingly serious
waste management problem. Like with many types of Waste Electrical and Electronic
Equipment (WEEE), landfilling LCD waste will cause heavy metals to gradually leach into
soil, groundwater, and surface water (Javad Jowkar et al., 2018). However, it is generally
known that utilizing secondary raw materials instead of primary ores as a source of metals
is often resource efficient from energy consumption, environmental and economic points
of view (Virolainen, 2013). For example, CO2 emissions from the recovery process are up
to 600 kgCO2/kg indium lower for the recycling process from LCD screens compared to
primary production (Rocchetti et al., 2015). The aforementioned reasons make
development of an indium recovery process for LCD screen waste important to provide
sustainability and cleaner production. Additionally, the indium content in LCD screens is
higher than in mined ores (Virolainen, 2013).
Indium is a critical metal (European Commission, 2017) used mainly as indium tin oxide
(ITO) films in LCD panels, which is based on its suitable semiconducting and transparent
properties. Indium has no own ores, and its primary production is based on its recovery as
a by-product in hydrometallurgical zinc production outside of Europe (Werner et al., 2017).
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The indium content in LCD glass panels is typically 200–261 mg/kg (Ma et al., 2013; Yang
et al., 2013; Lee at al., 2013), but some panels may contain only 50–130 mg/kg (Rocchetti
et al., 2015; Wang, 2009) or even 380–410 mg/kg of indium (Hasegawa et al., 2013). The
deviation is caused by large differences in thicknesses of the ITO layers in panels (30–2990
nm). The typical thickness of the ITO layer is 125 nm, which corresponds to 234 mg/m2 of
indium content (Böni et al., 2011). As the demand of indium has increased during recent
decades, the amount of screen waste has increased substantially, and it has become an
alternative indium source that can relieve supply problems. Based on the above given
numbers regarding LCD waste material flows and indium contents in panels, it can be
estimated that the 2016 estimate of the amount of indium in LCD panel waste, as calculated
with 200 mg/kg of indium content, was 125 t worldwide, while the primary indium
production was 655 t (United States Geological Survey, 2017). It has been stated that owing
to increasing demand, recycled indium from LCDs will likely be needed in the future
(Wang et al., 2015; Ferrella et al., 2017; Javad Jowkar et al., 2018).
Although recovering indium from waste panels has been studied extensively over the past
ten years, industrial recycling processes have yet to be built. In 2011, the recycling rate of
indium from LCD screen waste was <1% (Graedel et al., 2011). The challenge lies in
collecting, transporting, and processing large amounts of material to recover relatively
small amounts of indium.
During the past two years, many new processes to improve the technical, economical, and
environmental feasibility of indium recycling from LCD panels have been suggested in the
academic literature. Ferella et al. (2017) recovered indium quantitatively by leaching
fractions obtained using physico-mechanical treatment with H2SO4 and subsequent
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recovery with a chelating iminodiacetic acid resin. Similarly, Assefi et al. (2018) concluded
that the iminodiacetic acid resin is the most efficient among few chelating resins for
recovering indium from a HCl-HNO3 mixture leachate. Argenta et al. (2017) reported
enhanced leaching recoveries by using organic acids at supercritical CO2 conditions.
However, for these processes, the purities of the recovered indium products were not
studied.
Lingen Zhang and co-workers (Chen et al., 2017; Zhang et al., 2017a and b; Zhang and
Xu, 2017; Zhang et al., 2018) proposed a process of mechanical stripping of ITO film
followed by vacuum pyrolysis. Up to 78% pure indium product in a 98% yield was
obtained. In particular, the mechanical scrubbing step is efficient, and it is a selective
method for removing the ITO film from the surface of a glass panel. Attrition scrubbing of
an ITO film has been studied as a simple process to recover indium in which the enrichment
of indium to 2000 mg/kg with a 90% recovery yield was reported (Boundy et al., 2017).
One interesting approach to improving the logistical drawbacks related to recycling has
been proposed by Rocchetti et al. (2013), who designed a plant-on-wheels-type of
relocatable process to recover indium from LCD panels. It has been shown that transport
costs are much lower when the process is moved to the raw materials, rather than moving
the raw materials to the process. The process detailed by Rocchetti et al. (2015) includes
shredding as a pretreatment, leaching of metals from the shredded glass with H2SO4, and
direct cementation using zinc powder (Rocchetti et al., 2016). Unfortunately, the process
only yielded slightly over 60% indium purity, indicating the need for a purification step to
obtain high-purity indium metal, for which 4N (i.e., 99.99%) is the market standard
(Lokanc et al., 2015).
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One significant detail in LCD panel processing is the removal of the polyvinyl alcohol and
cellulose triacetate polarizing film that is attached the top of the glass substrate with acrylic
polymer adhesives. For the removal, different chemical and thermal treatment methods
have been suggested, e.g., by Fontana et al. (2015).
Liquid-liquid extraction has been suggested almost exclusively for the purification of
indium from LCD glass leachate. Di-(2-ethylhexyl) phosphoric acid (D2EHPA) is the most
commonly used reagent owing to its high affinity for indium. However, the selectivity for
indium over iron, aluminum, and tin is not very high in sulfate media (Yang et al., 2014).
With D2EHPA, tributylphosphate (TBP), or a mixture of them, it is possible to extract the
impurity metals selectively over indium from HCl media (Virolainen et al., 2011a).
However, it is preferable to leach the metals with H2SO4, extract them with D2EHPA, and
selectively strip the indium using HCl to obtain a high-purity indium solution (Virolainen
et al., 2011a; Yang et al., 2014). From a chemical equilibrium or kinetic point of view,
H2SO4, HCl, or HNO3 can be used for leaching (Virolainen et al., 2011b); however, the
H2SO4 route is preferred because the leachate is cheap, environment-friendly, equipmentfriendly, and does not leach toxic As2O3 if present in the crushed LCD glass (Rocchetti et
al., 2015). The As2O3 originates from the glass itself, where it is used as a decolorizing
agent, enamel, or a fining agent (European Chemicals Agency, 2010). Additionally, by
extracting the metals first with D2EHPA, indium can be concentrated from a typical
leachate of <120 mg/L to several g/L (Virolainen et al., 2011a; Yang et al., 2013; Rocchetti
et al., 2015), making downstream processing easier.
Although many studies have reported on the recovery of indium from LCD panels by using
hydrometallurgical methods, no study has implemented the entire hydrometallurgical
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process from the authentic LCD glass raw material to the pure indium solution. In this
study, however, the following process is demonstrated on a bench-scale:
1.

Polarizing filters are manually removed

2.

The LCD glass is crushed with a hammer mill

3.

Metals are leached with H2SO4 in a batch reactor in a cross-current
configuration

4.

Indium is purified and concentrated by extracting it with D2EHPA and
selectively stripping it with HCl.

In addition, a process of manually scraping the ITO film from the LCD panels, followed
by leaching the obtained material with H2SO4 to obtain pure and concentrated indium
solution for cementation, was studied for the first time.

2.

2.1

Materials and methods

Materials and chemicals

LCD panel waste from different types of LCD screen sizes ranging from 15" to 50" were
obtained from Kuusakoski Recycling. The glass panels had been manually removed from
the used LCD screens.
0.25 M D2EHPA in Exxsol D80 kerosene diluent was used as organic the phase for the
liquid-liquid extraction experiments. Before the experiments, the organic phase was
washed with H2SO4 and water and filtered to remove aqueous traces.
Chemicals used in the experimental study included 95% H2SO4 (grade: pro analysis,
supplier: Merck KGaA), 96% H2SO4 (technical, Orikem OY), 37% HCl (pro analysis,
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VWR International), 67–69% HNO3 (super purity acid, Romil), D2EHPA (technical,
Outotec Oyj), and Exxsol D80 (technical, ExxonMobil).

2.2

Analytical methods

Metal concentrations (In, Sn, Fe, Cu, Zn, and Al) from aqueous solutions were analyzed
using ICP-MS (Inductively Coupled Plasma - Mass Spectrometry, device: Agilent 7900)
after diluting them with 1 wt.-% HNO3. The metal contents of solid the samples were
analyzed by digesting them with a wet combustion device (Milestone MA149). A 4:1
mixture of concentrated HNO3 and HCl was used as the digesting reagent, and the sample
was kept for 10 min in 40 bar of pressure at 250 °C.

2.3

Conventional pretreatment

Panels removed from the LCD screens consisted of two separate glass sheets. The sheets
were separated using a knife, and the liquid crystals between the sheets were wiped away
with acetone. The glass sheets were covered by plastic polarizing filters, which were
manually removed by hand with the aid of a knife, and the glass was crushed with a Retsch
GmbH SK1 hammer mill using an 8-mm sieve.

2.4

Mechanical scraping of ITO + leaching

The black matter on the inner surface of the LCD panel, quantitatively containing also the
ITO layer, can be scraped off, e.g., by scraping and grinding with a roller brush (Chen et
al., 2017; Zhang et al., 2017a and b; Zhang and Xu, 2017; Zhang et al., 2018). It was
decided to systematically study the scraping using six different LCD panels and to analyze
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and leach the “black material” obtained. The scraping was performed manually with steel
or a ceramic blade scraper. Four leaching kinetic experiments with H2SO4 were performed
in a 70 mL jacketed glass reactor. A single-bladed Teflon impeller was used with a 1000
rpm rotation speed.

2.5

Leaching of LCD glass

Leaching of the LCD glass in a stirred tank batch reactor can only be performed with a
maximum slurry concentration of approximately 30%. Leaching in several batches in a
cross-current manner increases the indium concentration in the leachate and reduces
consumption of the leaching chemicals (Rasenack and Goldmann, 2014; Rocchetti et al.,
2015).
In this study, leaching was performed in three cross-current stages with 1 M H2SO4 as the
leaching reagent and 200 g/L as the slurry concentration. Optimization of these was out of
the scope of this study, and parameters were chosen based on literature. They were
considered to yield sufficient process performance for the qualitative comparison purposes
of this study. However, experiments were performed at 22–23 °C (7 L reactor, 20 min
reaction time) and at 80 °C (3 L jacketed reactor, 15 min reaction time) to check the
influence of temperature.

11
2.6

Liquid-liquid extraction

Continuous counter-current liquid-liquid extraction experiments were performed on a
bench-scale by using a cascade of six temperature-controlled mixer-settlers (SX Kinetics,
Inc.) with 270 mL mixers and 1050 mL settlers. Liquids were fed with MasterFlex 0752830 peristaltic pumps. The rotation speed of the semi-open, six-bladed impellers was 900
rpm. The equipment allowed for accurate adjustment of the aqueous to organic phase ratio
(A/O) by recycling the liquids within each mixer-settler unit.
A total of six runs were completed at T = 21–22 °C (see Table 4). The varied parameters
included the number of counter-current stages, the A/O phase ratio, and residence time in
the mixer ( ). Stripping of the loaded organic phase with 1 M HCl was completed in runs
2–4. The fundamentals of this particular liquid-liquid extraction process have been
thoroughly studied before (Virolainen et al., 2011a and b; Yang et al., 2013 and 2014);
therefore, the purpose of the liquid-liquid extraction experiments was to study those
parameters in particular that are important in real continuous-counter current runs (number
of stages, A/O, and

and cannot be easily optimized with the batch equilibrium or kinetic

data. For example, the A/O can be determined for the target metal by the McCabe-Thiele
method; however, it is very difficult to interpret how the competition rejects the unwanted
metals, e.g., iron, in this case. The

cannot be optimized based on batch kinetic data

because the reactor type is different from a chemical engineering point of view (batch vs.
continuous stirred tank reactor).
The phase ratios in the mixers were measured from samples taken near the impeller. The
concentrations of the metals were monitored by sampling both aqueous and organic phases.
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2.7

Quantities used to evaluate the process performance

In the pretreatment and leaching experiments, the yield of indium, YIn (wt-%), was
calculated as the percentage of indium transferred to the target phase, and the purity of
indium in the target phase, PIn (wt-%), was calculated as the percentage of indium from all
the metals.
In liquid-liquid extraction, the extent of extraction was calculated for each metal as

Ei

ci0 ci
100%
ci0
ci0
ci

, where

(1)

initial concentration of metal i, mg/L
concentration of metal i in equilibrium, mg/L

and the purity is

cIn
100%
ci

PIn

(2)

i

cIn
ci

, where

concentration of indium in the organic phase, mg/L
concentration of metal i in the organic phase, mg/L

To describe the extent of reagent utilization in the liquid-liquid extraction, the
stoichiometric extent of loading, S, was calculated using Eq. 3, where HR stands for the
extractant and the overbar denotes the organic phase. The stoichiometric coefficient for
metal i, ni, refers to the number of reagent molecules that one extracted metal atom binds
to. The extraction reactions and the corresponding stoichiometric coefficients are given in
Table 1.

ci ni
S

i

cHR

100%

(3)
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Table 1.

Extraction reactions in a multicomponent sulfate system with D2EHPA as
liquid-liquid extraction reagent.

Reaction

n

Reference

(4)

6

Sato and Sato (1992)

(5)

2

Yang et al. (2014)

(6)

6

Mohapatra et al. (2007)

(7)

2

Yang et al. (2014)

Cu 2+ + 2(HR)2 = CuR 2 (HR)2 + 2H +

(8)

4

Hughes and Kuipa (1996)

Zn 2+ + 2(HR)2

(9)

4

Raatz and Klapper (2013)

In 3+ + 3(HR) 2

InR 3 (HR)3 + 3H +

Sn(SO4 )2 + (HR)2

Sn(SO4 )2 (HR)2

Al3+ + 3(HR)2 = AlR 3 (HR)3 + 3H +
Fe(SO 4 ) + (HR) 2

3.

Fe(SO4 )R(HR) + H +
ZnR 2 (HR)2 + 2H +

Results and discussion

3.1

Chemical analysis of raw material LCD panels

Four LCD panel samples were analyzed using wet combustion followed by ICP-MS (Table
2). The contents of all the samples (227–296 mg/kg) were similar to those reported in
previous studies (Ma and Xu, 2013; Böni et al., 2015; Rocchetti et al., 2015). The ITO film
is a 90:10 mixture (by weight) of In2O3 and SnO2. It was expected that relative amounts of
indium and tin in the samples would have been in the same ratio, but higher tin contents
were observed. This is in accordance with other studies (Ruan et al., 2012; Rocchetti et al.,
2015) and likely originates from the fact that tin is also used in other parts of the LCD
panel.
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Table 2.

3.2

Metal contents of the analyzed LCD glass samples in mg/kg.
Sample ID

In

Sn

Al

Fe

Cu

Zn

LCD1

283

35.5

1160

301

9.43

27.1

LCD2

296

63.1

1350

1110

18.5

21.2

LCD3

227

41.2

1390

342

12.5

15.7

LCD4

281

45.8

1320

516

18.5

15.3

Conventional pretreatment + leaching + liquid-liquid extraction process

3.2.1 Leaching
According to the aqueous solution chemistry calculations performed with Medusa software
(Puigdomenech, 2004) the solubility equilibrium of In2O3 is very favorable in excess of
sulfuric acid. The solubility of In2(SO4)3 in water is 539.2 g/kg water (Indium Corporation,
2018). The dissolution reactions for indium and tin oxides are (Wiberg et al., 2001):

In 2O3 (s) + 3H2SO4 (s)

In2 (SO4 )3 (aq) + 3H2O

(10)

SnO2 (s) + 2H2SO4 (aq)

Sn(SO4 ) (aq) + 2H2O

(11)

Table 3 presents results from six three-stage cross-current leaching experiments. When the
temperature was increased from room temperature to 80 °C, the yield of indium increased
4–5 fold (Table 3) owing to enhanced kinetics. Although good indium yields can be
obtained at room temperature, it requires days of residence time (Virolainen et al., 2011),
making the use of elevated temperatures preferable. With three cross-current leaching
stages at 80 °C, the yields were 69–85% (Table 3). These are comparable to those in
Rocchetti et al. (2015), who reported an 80% yield using a similar method with 10 min of
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residence time for each step. It is thus expected that an over 90% yield is possible under
optimized conditions, but such optimization was out of the scope in this study. Of note, in
the experiments of Rocchetti et al. (2015), the yield decreased between the subsequent
cross-current stages but not during the experiments (ca. 95% yield in the 60 min step) of
Rasenack and Goldmann (2014).
In the leachates obtained, the Sn/In ratio was approximately 1:10 (see Table 3), which
matches their ratio for the ITO film. This indicates that the tin likely present in other parts
of the LCD panel was not dissolved during this batch leaching, despite using elevated
temperatures.
Brubaker (1955) reported the solubility of tin and its oxides in various sulfuric acid
concentrations, and the solubility increased with increasing temperature. At 30 °C, the
solubility in 0.96 mol/L of H2SO4 was already 108 mg/L, meaning that equilibrium was
not the limiting factor in our case. In experiments conducted by Rocchetti et al. (2015), the
Sn/In ratio remained high in the leachate; however, the leaching of tin was slower than that
of indium. Therefore, the explanation for the lower tin/indium ratio in our study is due to
the kinetics (reaction in Eq. (11)).
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Table 3.
Exp. ID

Three-stage cross-current leaching of metals from LCD glass.
In

Sn

Al

Fe

Cu

Zn

YIn, %

PIn, %

T = 22–23 °C, tstep = 20 min
L1

25.4

2.30

62.1

505

1.20

2.10

16.5

4.2

L2

26.4

2.20

27.1

549

2.00

5.90

17.1

4.3

T = 80 °C, tstep = 15 min
L3

106

8.90

77.2

449

2.00

3.50

68.8

16.4

L4

120

10.8

82.1

366

5.50

3.30

77.8

20.4

L5

131

11.5

68.4

536

4.20

2.30

85.0

17.4

L6

122

11.0

59.1

368

3.80

2.90

79.1

21.5

Note: Metal concentrations are shown in mg/L. Slurry at 200 g/L; leachate is 1 M H2SO4. The yields were
calculated using the average from the four characterization results of the LCD glass samples shown in Table
2. The raw material samples fed to these leaching experiments were not characterized.

The concentrations of iron in the leachate (Table 3) were high compared to the amounts
present in the glass powder (Table 2) in each experiment. This phenomenon has not been
observed in previous studies (Rocchetti et al., 2015; Ruan et al., 2012; Yang et al., 2013
and 2014). This raises doubt about whether an external source of iron was introduced into
the experimental procedure in this study, possibly originating from the steel hammer mill
used during crushing. Because iron is known to cause difficulties in the liquid-liquid
extraction step, it is recommended to take this into account when making material choices
for the equipment used during pretreatment.
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3.2.2 Liquid-liquid extraction
The effectiveness of liquid-liquid extraction was evaluated by calculating the extent of
extraction for each metal (Ei, %, Eq. (1)) and the purity of indium in the organic phase (PIn,
%, Eq. (2)). The results are shown in Table 4 combined with the operating parameters for
each run.
Table 4.

Continuous counter-current liquid-liquid extraction runs for recovering pure
indium from the H2SO4 leachate of the LCD panel waste.

Exp. #

Stages

A/O

, min

EIn, %

ESn, %

EAl, %

EFe, %

ECu, %

EZn, %

PIn, %

S, %

L-LE1

1

1.5:1

10.0

90.4

8.60

8.40

14.9

19.9

10.4

34.2

10.0

L-LE2

2

3.0:1

10.0

99.1

60.4

39.4

25.1

38.8

45.8

46.9

20.4

L-LE3

2

5.0:1

10.0

98.9

58.4

16.4

19.0

5.70

2.90

51.9

26.1

L-LE4

2

3.0:1

5.0

98.6

81.2

16.2

20.3

13.7

14.5

56.1

13.6

Note: Feed aqueous phases were 1 M H2SO4 leachates from the leaching experiments and the contained
metals as described in Table 3. Leachate from L3 was the feed to L-LE1, leachate from L4 was the feed to
L-LE2, etc.

Table 4 demonstrates that a single stage does not provide a high yield for indium extraction
from the LCD glass leachate in a continuous operation (Experiment L-LE1). The extent of
extraction remained at 90.4%. The low yield was expected, even though the In-D2EHPA
isotherm is very steep (Virolainen et al., 2011a and 2011b), and it is very difficult to
achieve under 10 mg/L raffinate concentrations in single contact without using an O/A
phase ratio of 1:1 or higher. Although the yields for the co-extracted impurities were also
low, the purity of indium in the organic phase was only 34.2% (16.4% in the feed leachate).
To improve the extraction of indium, another extraction stage was added to the continuous
extraction process, and the A/O phase ratio was doubled to 3:1 (Experiment L-LE2). The
extraction of indium was satisfactory at over 99%. The purity of indium increased from
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20.3% in the leachate to 46.9% in the organic phase after extraction. Moreover, the
concentration of indium in the loaded organic phase increased. This is a significantly better
purification performance than in Experiment L-LE1.
The A/O phase ratio was increased for two reasons. First, by concentrating indium in the
organic phase, the volumes of process solutions during downstream processing are lower.
Second, creating a stronger competition between the metals for the vacant sites in the
reagent increases the purity of indium in the organic phase, which has the highest affinity
for D2EHPA, and pushes the other metals to the aqueous phase. Further increasing the A/O
phase ratio from 3:1 to 5:1 increased the purity by a few percentage units to 51.9% (LLLE3; Table 4).
The stoichiometric extent of loading, S, was the highest (26.1%) in the two-stage run with
an A/O phase ratio of 5:1 (L-LE3 in Table 4). The fundamental liquid-liquid extraction
data of the particular system show that the selectivity of D2EHPA for indium over iron is
minimal (Yang et al., 2013). Therefore, very high A/O phase ratios and multiple stages
should be used to achieve significantly better purification. Ruan et al. (2012) tested higher
A/O phase ratios, but iron was still extracted in significant quantities. As a conclusion, it
is recommended to look for other options to separate indium from iron and aluminum.
It is known that indium can be selectively stripped from D2EHPA over iron, aluminum,
and tin with HCl (Virolainen et al., 2011a and b; Yang et al., 2013), and this route has been
suggested to purify indium from LCD glass leachates. In this study, for experimental
purposes, the stripping was performed only in a single stage and with 1 M HCl. Therefore,
the yields remained low at 26.9% on average; however, the obtained indium purities were
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very high (99.5% on average), i.e., with this experimental set-up, the purity was highlighted
over yield. It has been shown, for example, that a 98.8% purity can be obtained (Yang et
al., 2013), and an A/O phase ratio of 1:2 or even lower may be used to decrease the
consumption of the stripping solution and increase the indium concentration (Virolainen et
al., 2011a and b). In the article by Virolainen et al. (2011a) article, a 98% stripping yield
was reported, and this yield was used in overall yield calculations in our study. Indium
metal can be cemented from the stripping solution with a purity above 99% because
cementation also exhibits some selectivity over the impurities (Rocchetti et al., 2016).
Several studies have discussed that the kinetics of indium extraction with D2EHPA from
sulfate solutions is faster than that of iron extraction (Ruan et al., 2012; Yang et al., 2014;
Chang et al., 2016). To study the possibility of increasing In/Fe selectivity by operating
the extraction step at non-equilibrium, the residence time in the mixer was decreased to 5
min in Experiment L-LE4 (Table 4). The extent of iron extraction and other impurities
decreased without any significant decrease in indium extraction. This increased the purity
of indium in the organic phase from 46.9% to 56.1%. Because the increase in purity was
quite low, it is likely that the In/Fe selectivity problem cannot be overcome by further
shortening the residence time.
Thus, it is concluded that the separation of indium from iron and aluminum must be
achieved by selective stripping. Consequently, the extracted impurities accumulate in the
organic phase during the operation and need to be removed occasionally. In particular, iron
is known to be difficult to strip. Among the typical mineral acids, stripping is easiest in a
concentrated HCl medium (for example, 5 M, Alberts and Dorfling, 2013). Some iron can
be stripped in a concentrated H2SO4 medium; however, the equilibrium is not as favorable

20
as with HCl. Liu et al. (2014) showed that stripping may be performed quantitatively by
using a reducing mixture of Na2SO3 and H2SO4, and Singh et al. (2006 and 2013) suggested
oxalic acid as the stripping agent. The kinetics with oxalic acid is slow, and quantitative
stripping in a single stage requires 20 min. The process can be accelerated by increasing
the temperature. An interesting alternative to normal hydrometallurgical stripping of iron
is galvanic stripping in which steel scrap (Sun and O’Keefe, 2002) or metallic zinc (Gu et
al., 2000) is used as the reducing agent. Galvanic stripping is believed to be economical
and recovers stripped iron in a saleable form.
One additional possibility to overcome the In/Fe selectivity problem is adding some
reducing agent to the solution before performing the liquid-liquid extraction (Fortes and
Benedetto, 1998; Li et al., 2015). Fe(III) was reduced to Fe(II), which was weakly extracted
with D2EHPA. The drawbacks to this type of additional process step include increased
cost and some indium loss.

3.3

Selective ITO scraping-based process

3.3.1 Mechanical scraping of the ITO film
Analyses of the two samples of knife-scraped “black material” from the surface of the LCD
glass are presented in Table 5. The indium content in the material is very high but varies
because the content in the second sample is approximately double of that in the first sample.
The tin content in the material was approximately one-tenth of the indium content,
indicating that indium and tin originated exclusively from the ITO film. The concentrations
of other metals in the two samples were a maximum of 6.33 g/kg. The contents of indium
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and tin are similar to the ones obtained via cylindrical grinding apparatuses (Chen et al.,
2017), considering that here the liquid crystals were removed prior to scraping. The
contents of indium and tin from all the six metals (% In + Sn -column in Table 5) indicate
that metal content in the “black material” was mostly ITO.

Table 5.

Composition of “black material” scraped from the surface of the LCD
panels.

Sample ID In

Sn

Al

Fe

Cu

Zn

% In + Sn

ITO1

188

18.1

3.67

1.14

6.33

0.08

94.8%

ITO2

374

36.0

4.22

1.56

0.38

0.03

98.5%

Note: Concentrations measured by wet combustion + the ICP-MS method and given as g/kg.

Six LCD glass samples were taken for systematic study using the ITO film scraping method
(Table 6). The samples and the performance of the scrapings were examined using the
following quantities: area density of the LCD glass (

A,

g/m2), indium content per unit area

(In0, mg/m2), indium content per unit area after scraping (In1, mg/m2), yield of indium in
from scraping (YIn, %), and indium content in the scraped material (qIn, g/kg). The area
density was determined by weighing an accurately metered area, and indium content per
unit area was determined by analyzing the metered and weighed area. The yield of indium
was calculated from analyses before and after scraping, and indium the content in the
scraped material was determined according to the solid sample analysis described in
Section 2.2.
Studies on the ITO film scraping method revealed large variations in the LCD panels in
terms of their area density and indium content per unit area (Table 6). The area density
varied from 1170 to 1820 g/m2 (average 1600 g/m2), and the indium content per unit area
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varied from 164 to 897 mg/m2 (average 503 mg/m2). Typically, indium yields from the
invented scraping method were over 91%, with the highest yield of 99.7%, although one
sample yielded only 20.5% indium. The range of yields indicates significant variations in
terms of how the ITO film is attached to the glass surface in different panels. Large
variations were also observed for the indium concentration in the scraped materials
compared to the typical values of over 160 g/kg, with one sample measuring only 9.50
g/kg.
Table 6.

Characterization and scraping of “black material” from six different LCD
glass samples.

Sample ID

A,

g/m2

In0, mg/m2

In1, mg/m2

YIn, %

qIn, g/kg

LCD5

1820

897

76.8

91.4

198

LCD6

1640

742

21.3

97.1

176

LCD7

1670

805

2.70

99.7

167

LCD8

1660

164

2.00

98.8

31.5

LCD9

1620

197

156

20.5

51.7

LCD10

1170

212

104

51.1

9.50

Average

1600

503

60.5

76.4

106

3.3.2 Leaching
Even though the metal content in the “black material” scraped from the LCD glass was
found to consist almost exclusively of ITO, there were significant amounts of non-metallic
materials present. Therefore, purification is required to obtain pure indium, and the
suggested route is H2SO4 leaching followed by cementation.
Indium yield and purity, the most important performance indicators of leaching, were
strongly influenced by the scraper used (Table 7). With a ceramic scraper, the indium yield
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obtained from leaching was 88.6% (52–67% with a steel scraper), and the purity of the
leachate was over 99%. The lower purity with the steel scraper (96–98%) was attributed to
iron (Table 7). Thus, some steel was released from the scraper into the “black material”
during scraping. During the scraping experiments, it was observed that the ITO film layer
was removed more quickly and easily using the ceramic scraper.

Table 7.

Leaching the “black material” scraped from the surface of the LCD panel
with H2SO4.

Exp. ID

cacid, M

T, °C

Scraper

cIn

cSn

cAl

cFe

cCu

cZn

YIn, %

PIn, %

L6

1

50

Steel

3980

18.5

6.90

64.6

2.10

2.90

66.3

97.7

L7

2

50

Steel

4000

72.5

6.80

66.5

2.40

2.70

66.6

96.4

L8

1

25

Steel

3190

5.80

5.60

43.3

3.30

1.70

52.7

98.2

L9

2

50

Ceramic

5320

35.5

3.60

3.20

3.00

0.90

88.6

99.1

Note: Concentrations in mg/L. The yield of indium was calculated according to 15 wt.-% concentration in
the scraped material, which was chosen as the characteristic quantity based on the systematic scraping
experiments shown in Table 6.

The higher grade “black material” obtained using the ceramic scraper also improved the
kinetics of leaching with sulfuric acid (Fig. 1). Using the same leaching conditions, it
required approximately 15 to 20 h to achieve equilibrium when using the steel-scraped
material but less than 4 h when using the ceramic-scraped material. The acid concentration
was found to have a much stronger effect on the leaching kinetics than temperature.
Apparently, mass transfer is not a limiting factor, and the chemical reactions of In2O3 and
SnO2 in ITO with H2SO4 (Eqs. 10 and 11) determine the leaching kinetics.
It is possible that the easier removal of the ITO film leads to a lower amount of organic
impurities in the “black material”, which consequently leads to increased yields and faster
kinetics because the organic material can block the contact between the ITO and H2SO4.
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Another possible explanation is that more glass is scraped with the steel scraper, and it
hinders leaching similar to the organic material.

Figure 1. Leaching scraped material from the surface of the LCD panel with H2SO4.
L/S = 50 mL/2 g.
3.4 Suggested flowsheets
The two flowsheets designed for the recovery of indium from LCD panel waste are shown
in Figure 2. The conventional process starts with manual removal of the polarizing filter.
This is mandatory as this organic material jams the equipment and hinders flow of the
phases if it continues to the liquid-liquid extraction step. Removal of the polarizing filters
is not required in the selective ITO scraping-based process, and as was observed it is a
challenging step that requires human work, and/or chemical or heat treatment.
After manual dismantling, both suggested processes include mechanical pretreatment and
similar leaching steps. In the leaching stage of the conventional process, the indium yields
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are 69–85%. The higher yield (89%) achieved using the selective ITO scraping based
process makes it more attractive.
Additionally, the cementation step is similar in both processes. Both processes are able to
provide over 99% pure indium solutions for cementation. It is expected based on Rocchetti
et al. (2016) that indium is further purified during cementation, meaning that indium metal
at above 99% purity is expected from both suggested processes. While cementation can be
performed using very dilute indium solutions (Rocchetti et al., 2016), and both processes
studied here are thus applicable, the selective ITO scraping-based process is preferred
because it yields a more concentrated feed to cementation. This results in lower volumes
and lower equipment and pumping costs.
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Figure 2. Two alternative processes for recovering indium from LCD panel waste.
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The overall yields obtained using the conventional process and the selective ITO scrapingbased process are 67–78% 81–88% (Figure 2) . The most significant difference between
the processes is that the latter eliminates the need for the liquid-liquid extraction step and
the step of removal of the polarizing filter. While liquid-liquid extraction is known to be
very efficient for purifying and concentrating metals, it is expensive. Moreover, removing
the polarizing filter is difficult but mandatory in this process. Some pyrolytic or heating
methods could perhaps be used to burn the filter or to make it easier to remove. In this
study, heating prior to manual removal was tested, but technical success depended
considerably on the individual panel. If the polarizing filter needs to be manually removed,
like it was done in this study, it results in significant labor costs, and no automatic
mechanical removal method has yet been suggested.
Finally, the selective ITO scraping-based process requires at least ten times less leaching
acid than the conventional process. Only the “black material” is processed in the selective
ITO scraping-based process, whereas the conventional process handles large amounts of
glass (compared to the amount of indium).
From the qualitative discussion above, it can be concluded that there are several features
suggesting that the selective ITO scraping-based process offers considerable economic and
technical benefits compared with the conventional process.
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4.

Conclusions

Two alternative processes for recovering pure indium from LCD panel waste were
designed and verified by bench-scale experiments with authentic raw material. The first
designed process consisted of different unit processes that have been described previously
in the literature. However, the entire process has not been previously demonstrated using a
similar flowsheet, or on a similar scale using authentic raw materials. The conventional
process consists of manual removal of polarizing filters, hammer mill crushing of the glass
material, cross-current H2SO4 leaching, and liquid-liquid extraction purification of indium
with D2EHPA. In the novel alternative to the conventional process, the ITO film layer is
manually scraped from the glass panels and leached with H2SO4. Experiments conducted
in this study produced overall yields for indium of over 70% using the conventional
process, over 80% using the selective ITO scraping-based process, and both processes were
able to produce 99% pure indium solutions. From this type of solution, high-purity metallic
indium can be cemented. Qualitative comparison of the processes revealed that the
selective ITO scraping-based process is technically and probably economically more
feasible than the conventional process because it uses smaller amounts of leaching acid and
does not require the fairly expensive and complicated polarizing filter removal and liquidliquid extraction steps.
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